aSte r high-quality irrigation!

SN L

Dripline catalogue 2026 ==




wwwwwwaster

Wwwwaster

Wwwﬂ“wwaster

mewaster

CERT)

e

e

water efficiency
N\wowZ high-quality irrigation!

irrigation

flat terrain

irrigation

protected

not regulated
labyrinth type

dripper

on slope

high frequency

mmllll"““I “l! s L L Il.lllnlml
[ ] |

PC

pressure compensating
dripper

PC AS

pressure compensating
anti-siphon
dripper

PC AS ND

pressure compensating
anti-siphon

no-drain

dripper

Illurmm..,___ ——
ﬂ N




index

Drip tapes
Duratape

Duraslim

Drip lines
Duralex
Duradrip
Duragrey

Duraring

Gardening drip lines

Duragarden

Pipes & fittings
Duraflex

Duratube

Duraflat

Durafitting

01

08

13

20

28

32

34

41

43

44

46

2 XN

T“Zg g O& Qs



duratape

Drip tape with
labyrinth dripper

non regulated

flat terrain

e | ==

protected

series:
2016
2022
2025
2029

with flat pressure
compensating dripper

PC
series:
> 2316
PC AS
irrigation Serles
2416
sub-irrigation 2422
PC AS ND
irriga!o Senes:
2516
high frequency 2522
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duratape

Drip tape with
labyrinth dripper

100% virgin

made in italy

Series:
2016 - 2022 - 2025 - 2029 Drip tape specifications
. N . Inside Outside . Max
0, .
® Made with 100% virgin raw materials dr‘::nT:t‘(ler diameter | diameter | WWall thickness | e
@ Suitable for open field seasonal and mm mm ML mm Bar
multi-seasonal application 16,30 4 0.10 0.60
16.36 5 0.13 0.80
® Resistant to UV, acid and common 16.40 6 0.15 1.00
agricultural chemicals 16.46 7 0.18 1.10
1 6 16.10 16.50 8 0.20 1.20
® Flat dripper welded on the inner wall 12-38 :g g-gg 1-‘5‘8
of the drip line in the extrusion process 16.86 15 0.38 1.80
17.00 18 0.45 2.00
)
Largg turbulent flow path prevents 1730 24 060 550
clogging 22.50 6 0.15 0.80
. . . 22.56 7 0.18 0.90
® Excellent uniformity of emission (CV) 2260 8 0.20 1.00
22.70 10 0.25 1.30
22 22.20 22.80 12 0.30 1.40
22.96 15 0.38 1.60
ioation 23.10 18 0.45 1.80
- 25.40 8 0.20 0.80
L 25.50 10 0.25 1.00
A 25 | 2500 | 2560 | 12 | 030 | 120
25.76 15 0.38 1.40
25.90 18 0.45 1.70
28.90 8 0.20 0.80
irrigation 29.00 10 0.25 1.00
——— 29 28.50 | 29.10 12 0.30 1.10
~ I~ 29.26 15 | 038 1.30
¢ 29.40 18 0.45 1.50
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duratape

Dripper specification

Dripper flow rate: (Ilh) 0.8-1.3-1.6-2.4-3.8

Standard spacing : (cm) 10 -15-20 -25-30 - 33 - 40 - 50

Special spacing : groups by request
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0.81/h 1.31h 1.6 I/h 241n 3.81lh

Dripper data

Nominal flow rate I'lh 0,80 | 1,30 | 1,60 | 2,40 | 3,80
Coefficient of variation CV % 1,40 1,60 1,80 | 2,10 | 2,20
Exponent x 048 | 049 | 049 | 048 | 049

Maximum working pressure bar 2,0 2,0 2,0 2,0 2,0

Minimum working pressure bar 0,5 0,5 0,5 0,5 0,5
Depth mm | 062 | 0,70 | 0,70 | 0,75 | 097

D”p")’;}{hﬂ"w Width mm | 062 | 062 | 067 | 085 | 085
Lenght mm | 116 | 106 | 106 | 104 | 644

mesh 120 120 120 120 120

Filtration degree
micron | 130 130 130 130 130

Packaging and shipping

bobbins 2500 m
- .
u—— Rif. duratape 16/8 30cm
- ] (purely indicative data)
Pallet

small 32 bobbins
114x114xh205 cm

*maxi 40 bobbins
114x114xh252 cm

truck

S

*22 pallets maxi

880 bobbins

container 20’

ok

10 pallets small

320 bobbins

container 40°' HC

*20 pallets maxi

800 bobbins

* solamente con carico completo

Flow rate I/h

Flow rate

—

I ol
—
.//

— °

0.50 0.75 1.00 1.25 1.50 1.75 2.00
Pressure Bar

Fittings

Derivation with grommet 4657 17
drill hole,: 10 mm

Derivation with grommet 4659 22
Drill hole: 16mm 4660 29

Male thread starter 4670 | 3/4"x 17
4672 | 3/4" x 22

4673 | 3/4"x29

Ivhk B

PE starter valve 4619 17
with grommet

4618 22
LAY FLAT starter 4613 17
valve

4612 22
Coupling 4661 17 x 17

4662 22x 22
4663 29 x 29

For other fittings see durafittings

-
e |

-

-:\J

The information contained in this catalogue is purely indicative, Aster reserves the right to modify it at any time and in no case can it be

held responsible for errors in the data contained in this document.
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duratape

Maximum recommended length on flat terrain (m) - E.U. 85%

Inside diameter | Flow rate Spacing (cm) Pressure

(mm) (I/h) 10 15 20 25 30 33 40 50 60 75 80 90 100 (bar)

72 97 120 141 161 172 196 229 259 301 314 339 364 0.6

0.80 101 137 170 200 227 243 278 324 366 426 445 481 516 0.8

118 161 199 234 267 285 326 380 430 500 522 565 607 1.0

52 71 8 103 117 125 144 167 189 220 230 248 267 0.6

1.30 74 100 124 146 166 178 203 237 268 311 326 352 378 0.8

86 118 146 171 195 209 238 278 315 366 382 414 444 1.0

46 62 77 90 103 110 125 146 165 192 201 217 233 0.6

1 6 . 1 0 1.60 64 88 108 127 145 155 177 207 234 272 284 308 330 0.8
75 103 127 150 170 182 208 243 275 320 334 362 388 1.0

35 48 59 69 79 84 96 112 127 148 154 167 179 0.6

2.40 49 67 83 98 111 119 136 159 179 209 218 236 253 0.8

58 79 98 115 130 140 160 187 211 245 256 277 298 1.0

26 35 44 51 58 62 71 83 94 109 114 123 132 0.6

3.80 36 50 62 72 82 8 101 118 133 155 162 175 188 0.8

43 58 72 85 97 103 118 138 157 182 190 205 220 1.0

166 229 285 337 385 412 472 553 627 731 763 827 888 0.8

0.80 195 269 335 395 451 483 554 649 736 858 897 971 1043 1.0

121 167 208 246 281 301 346 404 459 535 558 605 650 0.8

1.30 142 196 244 289 330 353 406 475 539 628 656 711 763 1.0

106 146 182 215 245 263 302 353 401 467 488 528 568 0.8

22 -20 1.60 124 171 213 252 288 309 354 415 470 548 573 621 667 1.0
81 112 139 165 188 202 232 271 307 359 374 406 436 0.8

240 95 131 164 193 221 237 272 318 361 421 440 477 512 1.0

60 83 103 122 139 149 172 201 228 266 278 301 323 0.8

3.80 70 97 121 143 164 175 201 236 268 312 326 353 379 1.0

0.80 233 324 404 478 547 587 674 790 897 1046 1094 1185 1274 1.0

1.30 170 236 295 350 400 429 493 578 656 766 800 868 932 1.0

2 5 B} 0 0 1.60 148 206 258 305 349 375 430 505 573 669 699 758 814 1.0
2.40 114 158 197 234 268 287 330 387 440 513 537 581 625 1.0

3.80 84 117 146 173 198 213 244 287 326 380 398 431 463 1.0

214 298 374 443 507 544 626 734 835 974 1019 1104 1187 0.7

0.80 285 397 497 590 676 726 835 980 1114 1302 1361 1476 1586 1.0

156 218 273 324 371 398 458 537 611 713 746 808 869 0.7

1.30 208 289 363 431 494 530 610 717 815 953 996 1080 1161 1.0

136 190 238 283 324 347 400 469 533 623 651 706 759 0.7

2 8 = 50 1.60 181 252 317 376 431 463 533 626 712 832 870 943 1014 1.0
104 146 183 217 248 266 306 360 409 478 500 542 583 0.7

240 139 193 243 288 331 355 409 480 546 638 668 724 778 1.0

77 108 135 160 184 197 227 267 303 354 370 401 432 0.7

3.80 102 143 180 213 245 263 303 356 404 473 494 536 577 1.0

www.aster.cc 4 aster@aster.cc



PC PCAS PCASND

duratape

Drip tape with flat pressure
compensating dripper

100% virgin

il

made in italy

Series:

2316 - 2322 PC

2416 - 2422 PC AS
2516 - 2522 PC AS ND

Made with 100% virgin raw materials

Suitable for multi-seasonal, sub-irrigation
and greenhouse application

Resistant to UV, acid and common
agricultural chemicals
Dripper available in the following styles:

pressure-compensating PC

It keeps the same flow rate at different pressures in
all the dripline emitters. Suitable for projects on slope.

anti-siphon PC AS

It avoids the suction of debris during the dripline discharge.

Suitable for sub-irrigation and soil laying projects.
Requires the installation of a double-acting vent valve
on each sector.

no-drain PC AS ND

The emitter closes at 0.25 (bar) to avoid water emission
at the end of the irrigation cycle and to reduce the dripline
filling time to the next irrigation cycle. Suitable

for looping irrigation.

self-cleaning

The anti-deposit silicone membrane and the large maze

one guarantee the continuous cleaning of the dripper.

irrigation

irrigation

irrigation

high frequency sub-irrigation slope

www.aster.cc
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Drip tape specification

. Inside Outside : Max
N_omlnal diameter | diameter | V2!l thickness pressure
diameter mm mm MiIL mm Bar

16.70 12 0.30 1.50

16.86 15 0.38 1.80
16 16.10 | 17.00 18 0.45 2.00
17.30 | 24 0.60 2.50
17.90 | 36 0.90 3.00

22.96 15 0.38 1.50
23.10 18 0.45 1.80
22 22.20 23.40 24 0.60 2.20

24.00 36 0.90 2.80

aster@aster.cc




PC PCAS PCASND duratape

Dripper specifications Flow rate e@10m@16m 201h @241h @381n

45

Dripper flow rate : (I/h) 1.0-1.6-2.0-2.4-3.8

Standard spacing : (cm) 10 - 15 -20 - 25 - 30 - 33 - 40 - 50 /./‘\\
3.5

Special spacing : groups by request

_’E‘ 3
: /
E 25
s / //., \
w2
N Y /A
Wide labyrinth Silicone membrane ; ///
with high undeformable @ // //~’ :
turbulence B and antisediment 05
L
0.0 0.5 1.0 15 20 25 3.0 35

Pressure (bar)

Dripper data Fittings

Nominal flow rate I’lh 1,00 | 1,60 | 2,00 | 2,40 | 3,80 Derivation with grommet 4657 17
Coefficient of variation CV % 3,90 3,60 3,80 3,80 3,90 . _
drill hole,: 10 mm
Costante K bar 1,00 1,60 1,90 2,30 3,60 — -
Exponent X 0,0 00 00 0.0 0.0 Derivation with grommet - 4659 22
Maximum working pressure bar 4,0 4,0 4,0 4,0 4,0 drill hole: 16mm 4660 29
Minimum working pressure bar 0,5 0,5 0,5 0,5 0,5 Male thread starter ” 4670 3/4" x 17
Closing pressure* bar 0,25 0,25 0,25 0,25 0,25 4672 3/4" x 22
Depth mm 0,76 0,85 0,88 0,90 0,90 4673 3/ 29
) e "
D”"g;'h""‘” Widht mm | 082 | 106 | 1,08 | 1,19 | 1,30 X
Length mm 139 | 132 | 935 | 896 | 787 VPﬂIﬂEqsiarterva{ve z 4619 17
romme
Filtration area mm? 37,37 | 37,37 | 37,37 | 37,37 | 37,37 g 4618 22
mesh 150 150 120 120 120
Filtration degree LAY FLAT starter 4613 17
micron 100 100 130 130 130 valve 4612 22
*
only PC AS ND Coupling GEEE 4661 | 17x17
4662 22 x22
Packaging and shipping 4663 | 20%20

bobbins 1.150 (m) For other fittings see durafittings

e
—— Rif. duratape PC 16/12 30cm

(purely indicative data)

Pallet small 32 bobbins

114x114xh205 cm

*maxi 40 bobbins
114x114xh252 cm

truck *22 pallets maxi

m 880 bobbins

container 20’ 10 pallets small
m 320 bobbins
container 40' HC ‘

*20 pallets maxi

m 800 bobbins

*only full load

The information contained in this catalog is purely indicative, Aster reserves the right to modify it at any time and in no case can it be
held responsible for errors in the data contained in this document.
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PC PCAS PCASND duratape

Maximum recommended length on flat terrain (m) - E.U. 90%

dligfri\i?er Flow rate Spacing (cm) Pressure
(mm) (M) 140 15 20 25 30 33 40 50 60 75 80 90 100 (P3N
83 119 152 183 212 220 266 316 362 427 447 487 525 15

96 137 175 210 244 263 306 363 416 491 514 561 604 2.0

1.00 | 05 151 193 232 260 200 338 401 480 542 69 619 666 25

114 162 208 250 290 313 364 433 497 586 614 669 721 3.0

61 87 112 134 156 168 196 232 266 314 329 358 386 15

70 100 128 154 179 193 225 267 306 361 378 412 444 20

1.60 | . 110 141 170 1e7 213 248 205 338 390 418 455 491 25

83 119 152 184 213 230 268 318 365 431 451 491 530 3.0

48 67 86 102 118 127 147 173 197 232 242 264 284 15

55 78 98 118 135 146 169 199 227 267 279 303 327 2.0

16.10 | 200 60 86 108 130 149 161 186 220 251 295 309 336 361 25
65 92 117 140 161 174 201 238 271 319 334 363 390 3.0

47 67 85 103 119 129 150 178 204 241 252 275 296 15

54 77 98 118 137 148 172 205 235 277 290 316 341 20

240 | o0 o4 108 130 151 163 190 226 250 306 21 349 377 25

64 91 117 141 163 176 205 244 280 330 346 377 407 3.0

36 51 65 79 91 98 115 136 157 185 194 211 227 15

41 59 75 90 105 113 132 157 180 212 222 242 261 2.0

380 | o 65 83 100 116 125 146 173 199 235 246 267 289 25

49 70 89 108 125 135 157 187 214 254 266 289 312 3.0

132 191 246 298 347 375 439 525 604 716 752 821 887 15

1.00 | 151 219 282 342 398 431 504 603 695 824 865 944 1020 2.0

167 241 311 377 439 475 556 665 767 909 954 1042 1127 | 2.5

97 140 180 218 254 275 322 385 444 527 553 603 652 15

1.60 | 111 160 207 251 292 316 370 443 510 605 635 694 750 2.0

122 177 228 276 322 349 408 483 563 668 702 766 829 25

92 131 169 203 236 255 298 354 407 481 504 549 593 15

22_20 2.00 | 105 151 193 233 271 293 342 407 467 553 579 632 682 20
116 166 213 257 299 323 377 449 516 610 640 697 753 25

74 107 138 167 195 211 247 295 340 404 424 463 500 15

240 | 85 123 158 192 224 242 284 339 391 464 487 532 575 20

93 135 174 211 247 267 313 374 431 512 538 583 635 25

57 82 105 128 149 161 189 226 260 309 325 355 383 15

3.80 | 65 94 121 147 171 185 217 260 299 356 374 408 441 20

71 103 133 162 189 204 240 287 331 393 412 451 487 25
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duraslim

Drip tape with labyrinth
compact dripper

non PC
(s series:
7 2216
2222
irrigation 2225
2229

g .-I T
it

protected
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duraslim

Drip tape with labyrinth
compact dripper

F - e )

[

100% virgin

made in italy \

Series:
2216 - 2222 - 2225 - 2229 Drip tape specification
Nominal dilzini?er d(i)aur:'lsei:tj:r Wall thickness Prenizign
® Made with 100% virgin raw material diameter
mm mm MIL mm Bar
e Suitable for open field seasonal and 16,30 4 0.10 0.60
multi-seasonal application 16.36 5 0.13 0.80
16.40 6 0.15 1.00
® Resistant to UV,acid and common 16.46 7 0.18 1.10
agricultural chemicals 16 16.10 | 16.50 8 0.20 1.20
16.60 10 0.25 1.40
® Mini dripper with excellent resistance 16.70 12 0.30 1.50
to obturation thanks to the wide labyrinth 16.86 15 0.38 1.80
and an extensive filtering surface 17.00 18 0.45 2.00
22.50 6 0.15 0.80
22.56 7 0.18 0.90
22.60 8 0.20 1.00
22 22.20 | 2270 10 0.25 1.30
22.80 12 0.30 1.40
22.96 15 0.38 1.60
23.10 18 0.45 1.80
25.40 8 0.20 0.80
25.50 10 0.25 1.00
25 25.00 | 2560 12 0.30 1.20
25.76 15 0.38 1.40
25.90 18 0.45 1.70
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duraslim

Dripper specification Flow rate

Dripper flow rate:(I/h) 0.25-0.5-0.75-1.0-1.4-1.6 - 2.0 - 4.0 6

Standard spacing : (cm) 10 -15-20-25-30 - 33 -40 - 50

Special spacing : groups by request 45

flow rate I/h

25—
—
2 —_—
! ' ' 2 T 1
Ry N
f A4 o 1 ¥ <£F 05
0.251/h 0.51/h 0.751/h 1.0l/h 1.41/h 1.61/h 2.0I/h 4.0/ o 05 08 10 12 14 16 18 20
pressure/bar

Dripper data Fittings

Nominal flow rate IIh 0,25 0,5 0,75 1 14 16 2 4 . . .
et Tow Derivation with grommet 4657 17
Coefficient of variation CV % 248 2.53 285 | 252 | 2,62 18 2,74 5
Exponent X 040 | 041 | 041 | 043 | 042 | 047 | 045 | 045 drill hole,: 10 mm
Maximum working pressure bar 2 2 2 2 2 2 2 2 . . .
9 Derivation with grommet 4659 22
Minimum working pressure bar 0.5 0.5 0,5 0,5 0,5 0,5 0,5 0,5
Depth mm | 035 | 06 | 075 | 055 | 075 | 065 | 065 | 065 drill hole: 16mm 4660 29
Dripper flow vy, mm | 033 | 033 | 033 | 06 | 06 | 069 | 085 | 08
path Male thread starter 4670 | 3/4"x 17
Lenght mm 32 32 32 | 22 | 22 | 40 | 22 | 15
mesh | 150 | 150 | 150 | 150 | 120 | 120 | 120 | 120 4672 | 3/4" x 22
Filtration degree
micron | 100 | 100 | 100 | 100 | 130 | 130 | 130 | 130

4673 | 3/4"x29

with grommet

PE starter valve x 4619 17
[

4618 22
Packaging and shipping LAY FLAT starter 4613 17
. valve
bobbin 2.700 (m) 4612 22
. . Coupling 4661 17 x 17
e —-— Re. duraslim 16/8 30cm
Lok Scla purely indicative data 4662 22 x 22
4663 29 x 29
Pallet For other fittings see durafittings

small 32 bobbins
114x114xh190 cm

*maxi 40 bobbins

-
114x114xh252 cm -

*22 maxi pallets

I3 380 bonns

container 10 small pallets

% 320 bobbins

container 40' HC *20 maxi pallets

'W-a
800 bobbins

*only full load

The information contained in this catalog is purely indicative, Aster reserves the right to modify it at any time and in no case can it be
held responsible for errors in the data contained in this document.
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duraslim

Maximum recommended length on flat terrain (m) - E.U. 85%

Inside diameter| Flow rate Spacing (cm) Working
(mm) (/h) |10 15 20 25 30 33 40 50 60 75 80 90 100 ng;s;;e

275 374 461 541 615 657 750 874 989 1149 1200 1299 1393 0.6

0.25 |277 377 466 547 622 665 760 886 1003 1165 1217 1316 1412 1.0

279 380 470 551 627 671 766 893 1011 1175 1227 1328 1425 1.5

175 237 293 344 391 418 478 557 630 732 765 827 887 0.6

0.5 176 240 296 348 396 423 484 564 638 742 775 839 900 1.0

177 242 299 351 399 427 488 569 644 749 782 846 908 1.5

135 183 226 265 302 323 369 430 487 566 590 639 685 0.6

0.75 |140 191 236 278 316 338 386 450 510 593 619 670 718 1.0

145 198 244 287 327 350 400 467 529 615 642 695 745 1.5

114 155 192 225 256 274 313 365 413 480 501 542 581 0.6

1.0 115 157 194 228 259 277 317 370 418 486 508 549 589 1.0

116 158 195 229 261 279 319 373 422 491 512 554 594 1.5

16.10 93 126 156 184 209 223 255 298 337 392 409 442 474 0.6
1.4 94 128 158 185 211 225 258 301 340 396 414 447 480 1.0

95 129 159 187 213 228 260 304 344 400 418 452 485 15

83 108 131 151 170 181 205 237 267 308 322 347 371 0.6

1.6 97 126 152 176 198 210 238 276 310 359 374 403 432 1.0

99 129 156 180 203 216 244 283 318 368 383 414 443 1.5

39 52 65 76 87 93 106 124 140 162 170 184 197 0.6

2.0 64 87 108 127 144 154 176 206 233 271 283 306 329 1.0

76 104 129 151 172 184 211 246 278 324 338 366 393 1.5

47 61 74 85 96 102 115 134 150 173 181 195 209 0.6

4.0 52 68 82 95 107 114 129 149 167 194 202 218 233 1.0

53 69 83 97 109 115 131 152 170 197 206 221 237 15

———
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duraslim

Maximum recommended length on flat terrain (m) - E.U. 85%

Inside diameter| Flow rate Spacing (cm) Working
(mm) (/) 110 15 20 25 30 33 40 50 60 75 80 90 100 “gap)
455 625 776 914 1042 1116 1278 1493 1692 1972 2059 2231 2394 0.6
0.25 458 630 784 924 1052 1129 1293 1513 1717 1997 2089 2262 2428 1.0
459 631 785 926 1057 1132 1296 1517 1720 2002 2093 2266 2433 1.5
288 396 493 581 663 710 814 951 1079 1256 1313 1421 1526 0.6
0.5 290 400 497 587 670 718 823 963 1093 1273 1330 1440 1546 1.0
291 401 499 589 673 720 826 966 1096 1277 1334 1445 1551 1.5
222 305 380 448 512 548 628 734 833 971 1014 1098 1179 0.6
0.75 |231 319 397 469 535 573 657 769 872 1016 1062 1150 1235 1.0
235 324 403 476 544 582 668 782 887 1034 1080 1169 1256 1.2
188 259 322 380 434 465 533 623 706 823 860 931 1000 0.6
1.0 190 261 325 384 439 470 539 631 715 834 871 943 1013 1.0
22.20 191 262 326 385 440 472 541 633 719 838 875 948 1018 1.2
- 153 211 262 310 354 379 434 508 576 671 702 760 816 0.6
1.4 154 213 265 313 357 382 439 513 583 679 710 769 825 1.0
155 213 266 314 359 384 440 516 585 682 712 771 829 1.2
144 188 227 262 295 314 355 411 462 534 557 601 644 0.6
1.6 168 218 263 304 342 364 413 477 537 620 647 698 748 1.0
170 221 266 308 346 368 417 482 543 627 654 706 756 1.2
64 88 109 129 147 157 180 211 239 279 291 316 339 0.6
2.0 105 145 181 214 244 261 300 352 399 465 486 526 565 1.0
116 161 200 237 271 290 333 390 443 516 539 585 628 1.2
91 118 142 165 185 197 223 258 290 336 350 378 405 0.6
4.0 91 119 143 166 186 198 224 260 292 338 352 380 407 1.0
100 130 156 181 203 216 245 283 319 368 384 415 444 1.2
0.25 546 750 931 1097 1250 1339 1534 1792 2031 2366 2471 2677 2872 0.6
550 756 940 1109 1263 1355 1552 1816 2060 2396 2507 2714 2914 1.0
05 346 478 596 704 805 862 990 1158 1315 1532 1602 1735 1863 0.6
) 348 482 601 711 813 871 1000 1171 1330 1550 1620 1755 1886 1.0
0.75 266 368 459 543 621 665 764 894 1015 1184 1237 1340 1439 0.6
278 384 480 568 649 696 799 936 1063 1240 1295 1404 1508 1.0
1.0 226 312 390 461 527 564 648 758 861 1004 1049 1137 1221 0.6
25 00 ) 227 315 393 465 532 571 655 768 872 1017 1062 1152 1237 1.0
- 14 184 254 317 375 429 460 528 618 702 819 856 927 996 0.6
185 256 320 379 433 464 533 625 709 828 865 938 1007 1.0
1.6 177 230 277 321 361 384 435 503 566 655 682 736 789 0.6
206 267 322 373 419 446 506 585 658 761 793 856 916 1.0
20 76 105 132 156 178 191 219 257 292 341 356 385 414 0.6
126 174 218 259 296 317 365 428 486 567 593 643 690 1.0
4.0 100 130 156 181 203 216 245 283 319 368 384 415 444 0.6
111 145 174 202 227 241 274 316 356 411 429 463 496 1.0
www.aster.cc 12 aster@aster.cc




duralex

Drip line with
labyrinth dripper

not regulated

flat terrain

protected

series:
2616
2620
2623

with flat pressure
compensating dripper

PC

PC AS

PC AS ND

high frequency

series:
2716
2720
2723

series:
2816
2820
2823

series:
2916
2920
2923

www.aster.cc
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duralex

Drip line with
labyrinth dripper

100% virgin

made in italy

Series:
2616 - 2620 - 2623
Drip tape specifications

@ All the advantages of a round dripline packed
F . ) Internal Outside . Max
inside a compact bobbin ::igﬁ:::: diameter diameter Wall thickness pressure
® Made with 100% virgin raw materials
mm mm MIL mm Bar
e Suitable for open field seasonal and 15.00 24 0.60 | 250
multi-seasonal application 15.20 28 0.70 | 2.80
PP 16 | 13.80 | 1540 322 | 080 | 300
® Resistant to UV, acid and common 15.60 36 0.90 3.50
agricultural chemicals 15.80 40 1.00 3.50
® Flat dripper welded on the inner wall 20 17.60 19.40 36 0.90 3.00
of the drip line in the extrusion process
® Large turbulent flow path prevents 23 20.80 2260 36 0.90 3.00

clogging
® Excellent uniformity of emission (CV)

irrigation irrigation

flat terrain

www.aster.cc 14 aster@aster.cc



duralex

Dripper specification

Dripper flow rate: (I/h) 0.8-1.3-1.6-2.4-3.8

Standard spacing: (cm) 10-15-20-25-30-33-40-50

Special spacing : groups by request

SRR

0.8/h 1.31h 1.6/h 2.4h 3.81/h
Dripper data
Nominal flow rate I’/h 0,80 | 1,30 | 1,60 | 2,40 | 3,80
Coefficient of variation CV % 1,40 1,60 1,80 2,10 2,20
Exponent x 0,48 0,49 0,49 0,48 0,49
Maximum working pressure bar 2,0 2,0 2,0 2,0 2,0
Minimum working pressure bar 0,5 0,5 0,5 0,5 0,5
Depth mm 062 | 0,70 | 0,70 | 0,75 | 0,97
D”pgaetrhﬂ"‘” Width mm | 062 | 062 | 067 | 085 | 085
Lenght mm 116 106 106 104 64,4
mesh 120 120 120 120 120
Filtration degree
micron | 130 130 130 130 130

Packaging and shipping

bobbins

[

450 (m)

Rif. duralex 16/36 30cm
(purely indicative data)

Pallet

small 32 bobbins
114x114xh205 cm

*maxi 40 bobbins
114x114xh252 cm

*22 pallets maxi

880 bobbins

container 20’

10 pallets small

320 bobine

container 40°' HC

s

*20 pallets maxi

800 bobbins

* only full load

Flow rate I/h

Flow rate

e |
e .
— °
050 0.75 1.00 1.25 1.50 1.75 2.00

Pressure Bar
Fittings
PE starter 5563 16
ol | |
drill hole 8 mm 9653 23
PVC starter 4782 16
with grommet * . 4887 20
Coupling 5083 16 x 16
“ 5471 | 20x20
9867 23 x23

For other fittings see durafitting

The information contained in this catalog is purely indicative, Aster reserves the right to modify it at any time and in no case can it be

held responsible for errors in the data contained in this document.
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duralex

Maximum recommended length on flat terrain (m) - E.U. 85%

. Internal Spacing cm
Nominal . pressure
. diameter | Flow rate
Diameter bar
(mm) I’h 10 15 20 25 30 33 40 50 60 75 80 20 100
0.6 93 126 155 182 207 221 252 294 332 386 403 436 467 1.0
) 103 139 172 202 229 245 280 326 368 428 447 483 519 2.0
1.3 68 92 113 133 151 161 184 215 243 282 294 319 342 1.0
) 78 106 131 153 174 186 212 248 280 326 340 368 394 2.0
59 80 99 116 132 141 161 188 212 247 258 278 299 1.0
16 13.80 1.6
68 92 113 133 151 161 184 215 243 283 295 319 342 2.0
24 45 61 76 89 101 108 124 144 163 189 198 213 229 1.0
) 51 69 85 100 113 121 138 161 182 212 221 239 257 2.0
3.8 34 45 56 66 75 80 92 107 121 140 146 158 170 1.0
) 37 51 63 74 84 90 102 120 135 157 164 177 190 2.0
0.8 136 186 230 271 309 330 378 441 500 581 607 657 705 1.0
) 150 206 255 300 342 366 419 489 554 644 674 729 782 2.0
13 99 136 168 198 226 242 276 323 365 425 444 481 516 1.0
) 114 156 194 228 260 278 318 372 421 491 512 554 595 2.0
86 119 147 173 197 211 241 282 319 371 388 420 451 1.0
20 17.60 1.6
99 135 168 198 225 241 276 323 365 425 444 481 516 2.0
24 66 91 113 133 151 162 185 216 245 285 298 322 346 1.0
) 74 101 126 148 169 181 207 242 274 319 333 361 387 2.0
38 49 67 83 98 112 120 137 160 182 212 221 239 256 1.0
) 55 75 93 110 125 134 153 179 203 236 247 267 287 2.0
0.8 177 243 303 357 407 436 500 585 663 773 807 874 938 1.0
) 193 266 331 391 446 478 548 641 727 848 886 959 1030 2.0
13 128 177 220 260 297 318 364 426 483 563 588 637 684 1.0
) 148 204 253 299 342 366 420 491 557 649 678 734 789 2.0
112 154 192 227 259 278 318 372 422 492 514 556 597 1.0
23 20.80 1.6
128 176 220 259 296 317 364 426 483 563 588 637 684 2.0
24 86 118 147 174 199 213 244 286 324 377 394 427 459 1.0
) 96 132 164 194 222 238 273 319 362 422 441 478 513 2.0
3.8 177 243 303 357 407 436 500 585 663 773 807 874 938 1.0
) 193 266 331 391 446 478 548 641 727 848 886 959 1030 2.0
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PC PC AS ND

duralex

Drip line with flat pressure
compensating dripper

100% virgin

made in italy

Series:

2716 - 2720 - 2723 PC

2816 - 2820 - 2823

2916 - 2920 - 2923 PC AS ND

Made with 100% virgin raw materials

Suitable for multi-seasonal, sub-irrigation
and greenhouse application

Resistant to UV, acid and common
agricultural chemicals

Dripper available in the following styles:

pressure-compensating PC
It keeps the same flow rate at different pressures in
all the dripline emitters. Suitable for projects on slope.

anti-siphon

It avoids the suction of debris during the dripline
discharge. Suitable for sub-irrigation and soil laying
projects. Requires the installation of a
double-acting vent valve on each sector.

no-drain PC AS ND

The emitter closes at 0.25 (bar) to avoid water
emission at the end of the irrigation cycle and to
reduce the dripline filling time to the next irrigation
cycle. Suitable for looping irrigation.

self-cleaning
The anti-deposit silicone membrane and the large maze
one guarantee the continuous cleaning of the dripper.

irrigation

sub-irrigation

www.aster.cc 17
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Drip tape specifications

Nominal ;ir;tggtz!r gi’:rt:g:r Wall thickness prz';lasﬁre
diameter

mm mm MIL mm Bar

15.00 24 0.60 | 250

15.20 28 0.70 | 2.80

16 13.80 15.40 32 0.80 | 3.00

15.60 36 0.90 | 350

15.80 40 1.00 | 3.50

20 17.60 19.40 36 0.90 | 3.00

23 20.80 22.60 36 0.90 | 3.00

aster@aster.cc




PC PCAS PCASND duralex

Dripper specifications Flow rate @10m @16 20ih @241h@381h

45

Dripper flow rate: (/h) 1.0-1.6-2.0-2.4-3.8

Standard spacing : (cm) 10 - 15-20-25-30 - 33 - 40 - 50 - 60 and more...

35
Special spacing : groups by request //

N
|

Flow rate (I/h)
X\

Wide labyrinth Silicone membrane
with high undeformable @ //‘_’,4___._’_,__'\
> 15

turbulence and antisediment

D ri p pe r d ata 0.0 0.5 1.0 15 20 25 3.0 35

Pressure (bar)

Nominal flow rate IIh 1,00 | 1,60 | 2,00 | 2,40 | 3,80 L
Coefficient of variation CV % 3,90 3,60 3,80 3,80 3,90 F Ittl n g S
Costante K bar 1,00 | 1,60 | 1,90 | 2,30 | 3,60 PE starter 5563 16
Exponent X 0,0 0,0 0,0 0,0 0,0
* 5565 20
Maximum working pressure bar 4,0 4,0 4,0 4,0 4,0
Minimum working pressure bar 0,5 0,5 0,5 0,5 0,5 drill hole 8 mm 9653 23
Closing pressure* bar 025 | 025 | 025 | 0,25 | 0,25 PVC starter 4782 16
, Depth mm 0,76 | 0,85 | 0,88 | 0,90 | 0,90 with grommet * - 4887 20
D"pg;’t’h""w Widht mm | 082 | 1,06 | 108 | 119 | 1,30
Length mm 139 | 132 | 935 | 896 | 787 -
Coupling 5083 16 x 16
Filtration area mm? | 37,37 | 37,37 | 37,37 | 37,37 | 37,37
Fil g mesh 150 | 150 | 120 | 120 | 120 “ 5471 20x20
iltration degree
E micron | 100 | 100 | 130 | 130 | 130 9867 23
* only PC AS ND For other fitting see durafitting

Packaging and shipping

bobbins 450 (m)
-
e Rif. duralex 16/36 30cm
b - (purely indicative data)

Pallet small 32 bobbins

114x114xh205 cm

*maxi 40 bobbins
114x114xh252 cm

truck *22 pallets maxi

I;@ 880 bobbins

container 20 10 pallets small

w 320 bobine

container 40 HC *20 pallets maxi

“—E 800 bobbins

* only full load

The information contained in this catalog is purely indicative, Aster reserves the right to modify it at any time and in no case can it be
held responsible for errors in the data contained in this document.
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PC PCAS PCASND

duralex

Maximum recommended length on flat terrain (m) - E.U. 90%

nominal inside | o rate spacing (cm) pressure
. diameter
diameter | oy (") 110 15 20 25 30 33 40 50 60 75 80 90 100 | (bar)
67 95 120 144 167 180 208 246 281 332 347 377 406 1.5
1.0 76 108 138 166 191 206 239 283 324 381 399 434 468 2.0
91 129 164 197 228 246 285 338 386 455 476 518 558 3.0
49 69 8 106 122 132 153 181 207 244 255 277 299 15
1.6 56 80 101 122 141 151 176 208 238 281 294 319 344 2.0
67 95 121 145 167 181 210 249 284 335 350 382 411 3.0
46 65 8 98 112 121 140 165 188 221 231 251 271 15
16 13.80 2.0 53 74 94 112 129 139 161 190 217 254 266 290 311 2.0
63 88 112 134 154 166 192 227 259 304 318 346 372 3.0
37 53 67 81 94 101 117 139 158 187 195 212 229 1.5
2.4 43 61 77 93 108 116 135 160 182 215 225 245 264 2.0
51 72 92 111 128 138 160 190 218 257 269 293 315 3.0
28 39 50 60 70 75 8 103 118 139 146 158 171 1.5
3.8 32 45 57 69 80 86 100 119 136 160 167 182 196 2.0
38 54 68 82 95 103 119 141 162 191 199 217 234 3.0
97 139 178 214 248 268 313 372 427 504 529 576 621 1.5
1.0 111 159 204 246 295 308 359 427 490 579 607 661 714 2.0
131 189 242 292 339 366 427 508 584 690 724 788 851 3.0
69 99 127 154 179 193 224 267 307 362 380 414 446 1.5
1.6 80 114 146 177 205 221 258 307 353 416 437 476 514 2.0
94 136 174 210 244 264 307 366 421 497 521 568 613 3.0
66 93 119 143 165 178 206 245 280 330 346 376 405 1.5
20 17.60 2.0 75 107 136 164 190 204 237 281 322 380 398 432 466 2.0
89 127 162 195 226 243 283 335 384 452 474 516 556 3.0
53 76 97 118 136 148 172 205 235 278 291 317 342 1.5
24 61 87 112 135 157 169 198 235 270 320 334 364 394 2.0
72 104 133 161 187 202 235 280 322 381 399 436 470 3.0
39 56 72 8 101 110 128 152 175 206 216 236 255 1.5
3.8 45 65 8 100 116 126 146 175 200 237 249 271 293 2.0
53 77 98 119 138 149 174 208 239 283 297 323 349 3.0
121 174 224 271 315 341 398 475 547 648 680 742 801 15
1.0 138 200 257 311 362 391 457 546 628 744 781 852 920 2.0
164 237 305 369 430 465 544 649 748 887 930 1015 1097 3.0
88 128 164 199 231 250 292 349 402 476 499 545 589 1.5
1.6 101 146 188 228 265 287 336 401 461 547 574 626 677 2.0
120 174 223 271 315 341 399 477 550 651 684 746 806 3.0
83 119 153 184 214 231 269 320 367 433 454 494 533 1.5
23 20.80 2.0 96 137 175 211 245 265 308 367 421 497 522 568 613 2.0
113 163 209 252 292 315 368 437 502 593 622 678 731 3.0
68 98 126 152 177 191 224 268 308 365 383 418 452 1.5
24 77 112 144 174 203 220 257 307 353 419 440 481 519 2.0
92 133 171 207 242 261 306 366 421 500 524 572 619 3.0
52 75 97 118 137 148 174 207 239 283 297 324 350 1.5
3.8 59 84 108 132 153 166 194 232 267 317 332 363 392 2.0
65 93 120 146 170 183 214 257 295 350 367 400 433 3.0
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duradrip

Drip line with
labyrinth dripper

non PC
(mgen

/i
flat terrain

series:
3016
3020
3023
3025

with flat pressure
compensating dripper

PC

PC AS

irrigation

PC AS ND

irrigation

high frequency

www.aster.cc

series:
3316
3320
3323
3325

series:
3416
3420
3423
3425

series:
3516
3520
3523
3525

20
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duradrip

Drip line with
labyrinth dripper

100% virgin

made in italy

Series:

3016 - 3020 - 3023 - 3025 R o
Drip line specifications

® Made with 100% virgin raw materials i
: Internal Outside . M
. . (Ti(a)mlent::' d:;ﬁ:gtaer diameter Wall thickness pre:s?(ure

@ Suitable for open field seasonal and o o L - oo
multi-seasonal application 15.60 36 090 | 350
® Resistant to UV, acid and common 16 1380 °% oo 10| i
agricultural chemicals 16:20 48 1:20 4:00
, , 19.40 36 090 | 3.00
® Flat dripper welded to the inner wall 20 17.60 19.60 40 1.00 3.50
of the drip line during the process of extrusion : 19.80 44 1.10 4.00
20.00 48 120 | 4.00
® |arge turbulent flow path prevents 22.80 40 1.00 3.00
clogging 23 20.80 23.00 44 110 | 3.50
23.20 48 120 | 4.00
® Excellent uniformity of emission (CV) 24.60 48 1.20 3.00
25 2220 24.80 52 130 | 3.50
. 25.00 56 140 | 4.00
25.20 60 150 | 4.00

irrigation

'f;'

flat terrain
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duradrip

Dripper specification

Dripper flow rate: (I/h) 0.8 - 1.3 -1.6 -2.4-3.8

Standard spacing : (cm)10 -15-20 -25 - 30 - 33 - 40 - 50

Special spacing : groups by request

v \ % )

|

-
0.81h 1.3h 1.6 Ih 24h 3.8
Nominal flow rate I/h 0,80 1,30 1,60 2,40 3,80
Coefficient of variation CV % 1,40 1,60 1,80 | 2,10 | 2,20
Exponent x 0,48 0,49 0,49 0,48 0,49
Maximum working pressure bar 2,0 2,0 2,0 2,0 2,0
Minimum working pressure bar 0,5 0,5 0,5 0,5 0,5
Depth mm 0,62 0,70 0,70 0,75 0,97
Dripg:trhﬂow Width mm | 062 | 062 | 067 | 085 | 085
Lenght mm 116 106 106 104 64,4
mesh 120 120 120 120 120
Filtration degree
micron | 130 130 130 130 130
Packaging and shipping
Nominal
diameter 1 6 20 23 25
reel (m)
o
e 500 300 250 200
allet (reel small 10 small 10 small 10 small 10
palietireels) | 80x160xh170 | 80x160xh170 | 80x160xh170 | 80x160xh170
cm cm cm cm

standard 12

standard 12

standard 12

standard 12

80x160xh200 | 80x160xh200 | 80x160xh200 | 80x160xh200
cm cm cm cm
*maxi 14 *maxi 14 *maxi 14 *maxi 14
80x160xh230 | 80x160xh230 | 80x160xh230 | 80x160xh230
cm cm cm cm
truck **
m 384 384 384 320
container 20" **
160 160 160 130
container 40’ HC **
n 330 330 330 280
* only full load **bulk

Flow rate I/h

Flow rate

"
/
o//. o——0—9
—— °
050 075 1.00 125 150 175  2.00
Pressure Bar
Fittings
PE starter 5563 16
drill hole 8 mm “ 5565 20
PVC starter 4782 16
with grommet - . 4887 20
4781 25
Male adaptor 5480 |16 X 1/2"
5481 | 16 X 3/4"
* 5058 |20 X 1/2"
5485 |20 X 3/4"
9044 | 25X 1/2"
9043 | 25X 3/4"
Coupling 5083 16 x 16
“ 5471 20 x 20
9252 25x 25

For other fittings see durafitting

The information contained in this catalog is purely indicative, Aster reserves the right to modify it at any time and in no case can it be

held responsible for errors in the data contained in this document.
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duradrip

Maximum recommended length on flat terrain (m) - E.U. 85%

Nominal !nside Flow rate Spacing (cm) Pressure
diameter | diaMeter |y (bar)
(mm) 10 15 20 25 30 33 40 50 60 75 80 90 100
93 126 155 182 207 221 252 294 332 386 403 436 467 1.0
0.80 103 139 172 202 229 245 280 326 368 428 447 483 519 2.0
68 92 113 133 151 161 184 215 243 282 294 319 342 1.0
1:30 78 106 131 153 174 186 212 248 280 326 340 368 394 2.0
59 80 99 116 132 141 161 188 212 247 258 278 299 1.0
16 | 13.80 @ 160
68 92 113 133 151 161 184 215 243 283 295 319 342 2.0
45 61 76 89 101 108 124 144 163 189 198 213 229 1.0
240 51 69 85 100 113 121 138 161 182 212 221 239 257 2.0
34 45 56 66 75 80 92 107 121 140 146 158 170 1.0
3.80 37 51 63 74 84 90 102 120 135 157 164 177 190 2.0
136 186 230 271 309 330 378 441 500 581 607 657 705 1.0
0.80 150 206 255 300 342 366 419 489 554 644 674 729 782 2.0
99 136 168 198 226 242 276 323 365 425 444 481 516 1.0
1.30 114 156 194 228 260 278 318 372 421 491 512 554 595 2.0
86 119 147 173 197 211 241 282 319 371 388 420 451 1.0
20 17.60 | 1.60
99 135 168 198 225 241 276 323 365 425 444 481 516 2.0
66 91 113 133 151 162 185 216 245 285 298 322 346 1.0
240 74 101 126 148 169 181 207 242 274 319 333 361 387 2.0
49 67 83 98 112 120 137 160 182 212 221 239 256 1.0
3.80 55 75 93 110 125 134 153 179 203 236 247 267 287 2.0
177 243 303 357 407 436 500 585 663 773 807 874 938 1.0
0.80 193 266 331 391 446 478 548 641 727 848 886 959 1030 2.0
128 177 220 260 297 318 364 426 483 563 588 637 684 1.0
1:30 148 204 253 299 342 366 420 491 557 649 678 734 789 2.0
1M2 154 192 227 259 278 318 372 422 492 514 556 597 1.0
23 | 20.80 @ 1.60
128 176 220 259 296 317 364 426 483 563 588 637 684 2.0
86 118 147 174 199 213 244 286 324 377 394 427 459 1.0
2.40 96 132 164 194 222 238 273 319 362 422 441 478 513 2.0
177 243 303 357 407 436 500 585 663 773 807 874 938 1.0
3.80 193 266 331 391 446 478 548 641 727 848 886 959 1030 2.0
195 269 335 395 451 483 554 649 736 858 897 971 1043 1.0
0.80 215 297 370 438 500 536 614 719 816 951 994 1077 1156 2.0
142 196 244 289 330 353 406 475 539 628 656 711 763 1.0
1:30 163 226 281 332 380 407 467 547 620 724 756 819 880 2.0
124 171 213 252 288 309 354 415 470 548 573 621 667 1.0
25 22.20 | 160
141 195 244 288 329 353 405 474 538 628 656 711 763 2.0
95 131 164 193 221 237 272 318 361 421 440 477 512 1.0
240 106 146 182 216 247 264 304 356 403 470 492 533 572 2.0
70 97 121 143 164 175 201 236 268 312 326 353 379 1.0
3.80 78 108 135 160 183 196 225 263 299 349 365 395 424 2.0
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PC PCAS PCASND

duradrip

Drip line with flat pressure
compensating dripper

100% virgin

made in italy,

Series:

3316 - 3320 - 3323 - 3325 PC

3416 - 3420 - 3423 - 3425 pC AS
3516 - 3520 - 3523 - 3525 PC AS ND

® Made with 100% virgin raw materials

@ Suitable for multi-seasonal, sub-irrigation
and greenhouse application

® Resistant to UV, acid and common
agricultural chemicals

Dripper available in the following styles:

® pressure-compensating PC
It keeps the same flow rate at different pressures in

all the dripline emitters. Suitable for projects on slope.

@ anti-siphon PC AS
It avoids the suction of debris during the dripline
discharge.Suitable for sub-irrigation and soil laying
projects.Requires the installation of a
double-acting vent valve on each sector.

® no-drain PC AS ND
The emitter closes at 0.25 (bar) to avoid water
emission at the end of the irrigation cycle and to
reduce the dripline filling time to the next irrigation
cycle. Suitable for looping irrigation.

@ self-cleaning
The anti-deposit silicone membrane and the large
maze one guarantee the continuous cleaning of the
dripper

Drip line specifications

) Internal Outside . Max
Nominal diameter diameter Wall thickness pressure
mm mm MIL mm Bar
15.60 36 0.90 3.50
15.80 40 1.00 3.50
1 6 13.80 16.00 44 1.10 4.00
16.20 48 1.20 4.00
19.40 36 0.90 3.00
19.60 40 1.00 3.50
20 17.60 19.80 44 1.10 4.00
20.00 48 1.20 4.00
22.80 40 1.00 3.00
23 20.80 23.00 44 1.10 | 3.50
23.20 48 1.20 4.00
24.60 48 1.20 3.00
24.80 52 1.30 3.50
2 5 22.20 25.00 56 1.40 4.00
25.20 60 1.50 4.00

irrigation irrigation

irrigation

high frequency sub-irrigation

www.aster.cc
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PC PC AS ND duradrip

Dripper specifications Flow rate e1om@isin: 20ih @241h@381h

4.5

Nominal flow rate: (I/h) 1.0 - 1.6 - 2.0 - 2.4 - 3.8

Standard spacing : (cm) 10 -15-20 - 25 - 30 - 33 - 40 - 50 and more //._’o\.\‘\

35
Special spacing : groups by request // I

w

Flow rate (I/h)
X\

I~
~

15
Wide labyrinth Silicone membrane ///
with high undeformable @ :
turbulence B and antisediment 05

AN
N

0.0 05 1.0 15 20 25 30 35
Pressure (bar)

Dripper data Fittings

Nominal flow rate I’lh 1,00 | 1,60 | 2,00 | 2,40 | 3,80 PE starter 5563 16
Coefficient of variation CV % 3,90 3,60 3,80 3,80 3,90
’ ’ ’ ’ ’ - “ 5565 20
Costante K bar 1,00 | 1,60 | 1,90 | 2,30 | 3,60 drill hole 8 mm
Exponent X 00 | 00 | 00 | 00 | 00 PVC starter “ . 4782 16
Maximum working pressure bar 4,0 4,0 4,0 4,0 4,0 with grommet 4887 20
Minimum working pressure bar 0,5 0,5 0,5 0,5 0,5 4781 25
Closing pressure* bar 0,25 0,25 0,25 0,25 0,25 "
Male adaptor 5480 16 X172
Depth mm 0,76 | 0,85 | 0,88 | 0,90 | 0,90 181 |16 X 374"
D”"F‘J’:{hﬂ"‘" Widht mm | 082 | 106 | 108 | 119 | 1,30 5
Length mm 139 | 132 | 935 | 896 | 787 5058 | 20 X 1/2"
Filtration area mm? | 37,37 | 37,37 | 37,37 | 37,37 | 37,37 5485 | 20 X 3/4"
mesh 150 | 150 | 120 | 120 | 120 "
Filtration degree 9044 | 25 X112
micron | 100 | 100 | 130 | 130 | 130
9043 | 25X 3/4"
*
only PCAS ND Coupling 5083 16 %16
9252 25x25
Packaglng and shi PpINg For other fittings see durafitting
Nominal
diameter 1 6 20 23 25
reel (m)
— 500 300 250 200
allet (reel small 10 small 10 small 10 small 10
pafleteels) | 80x160xh170 | 80x160xh170 | 80x160xh170 | 80x160xh170
cm cm cm cm

standard 12 standard 12 standard 12 standard 12
80x160xh200 | 80x160xh200 | 80x160xh200 | 80x160xh200

cm cm cm cm
*maxi 14 *maxi 14 *maxi 14 *maxi 14
80x160xh230 | 80x160xh230 | 80x160xh230 | 80x160xh230
cm cm cm cm

truck **

m 384 384 384 320

container 20" **

160 160 160 130

container 40" HC **

n 330 330 330 280

* only full load **bulk

The information contained in this catalog is purely indicative, Aster reserves the right to modify it at any time and in no case can it be
held responsible for errors in the data contained in this document.
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PC PCAS PCAS ND

duradrip

Maximum recommended length on flat terrain (m) - E.U. 90%

Nominal | ["S19€ " Fiow rate Spacing (cm) Pressure
diameter diameter (I/h) (bar)
(mm) 10 15 20 25 30 33 40 50 60 75 80 90 100

67 95 120 144 167 180 208 246 281 332 347 377 406 1.5

1.0 76 108 138 166 191 206 239 283 324 381 399 434 468 2.0
91 129 164 197 228 246 285 338 386 455 476 518 558 3.0

49 69 88 106 122 132 153 181 207 244 255 277 299 1.5

1.6 56 80 101 122 141 151 176 208 238 281 294 319 344 2.0
67 95 121 145 167 181 210 249 284 335 350 382 411 3.0

46 65 82 98 112 121 140 165 188 221 231 251 271 1.5

16 13.80 2.0 53 74 94 112 129 139 161 190 217 254 266 290 311 2.0
63 88 112 134 154 166 192 227 259 304 318 346 372 3.0

37 53 67 81 94 101 117 139 158 187 195 212 229 1.5

24 43 61 77 93 108 116 135 160 182 215 225 245 264 2.0
51 72 92 111 128 138 160 190 218 257 269 293 315 3.0

28 39 50 60 70 75 87 103 118 139 146 158 171 1.5

3.8 32 45 57 69 80 8 100 119 136 160 167 182 196 2.0
38 54 68 82 95 103 119 141 162 191 199 217 234 3.0

97 139 178 214 248 268 313 372 427 504 529 576 621 1.5

1.0 111 159 204 246 295 308 359 427 490 579 607 661 714 2.0
131 189 242 292 339 366 427 508 584 690 724 788 851 3.0

69 99 127 154 179 193 224 267 307 362 380 414 446 1.5

1.6 80 114 146 177 205 221 258 307 353 416 437 476 514 2.0
94 136 174 210 244 264 307 366 421 497 521 568 613 3.0

66 93 119 143 165 178 206 245 280 330 346 376 405 1.5

20 17.60 2.0 75 107 136 164 190 204 237 281 322 380 398 432 466 2.0
89 127 162 195 226 243 283 335 384 452 474 516 556 3.0

53 76 97 118 136 148 172 205 235 278 291 317 342 1.5

24 61 87 112 135 157 169 198 235 270 320 334 364 394 2.0
72 104 133 161 187 202 235 280 322 381 399 436 470 3.0

39 56 72 87 101 110 128 152 175 206 216 236 255 1.5

3.8 45 65 83 100 116 126 146 175 200 237 249 271 293 2.0
53 77 98 119 138 149 174 208 239 283 297 323 349 3.0
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PC PCAS PCAS ND

duradrip

Maximum recommended length on flat terrain (m) - E.U. 90%

Nominal Inside | Flow rate Spacing (cm) Pressure
diameter | dAMEtET | (p) (bar)
(mm) 10 15 20 25 30 33 40 50 60 75 80 90 100
121 174 224 271 315 341 398 475 547 648 680 742 801 1.5
1.0 | 138 200 257 311 362 391 457 546 628 744 781 852 920 2.0
164 237 305 369 430 465 544 649 748 887 930 1015 1097 3.0
88 128 164 199 231 250 202 349 402 476 499 545 589 1.5
1.6 | 101 146 188 228 265 287 336 401 461 547 574 626 677 2.0
120 174 223 271 315 341 399 477 550 651 684 746 806 3.0
83 119 153 184 214 231 269 320 367 433 454 494 533 1.5
23 20.80 2.0 96 137 175 211 245 265 308 367 421 497 522 568 613 2.0
113 163 209 252 292 315 368 437 502 593 622 678 731 3.0
68 98 126 152 177 191 224 268 308 365 383 418 452 1.5
24 77 112 144 174 203 220 257 307 353 419 440 481 519 2.0
92 133 171 207 242 261 306 366 421 500 524 572 619 3.0
52 75 97 118 137 148 174 207 239 283 297 324 350 1.5
3.8 59 84 108 132 153 166 194 232 267 317 332 363 392 2.0
65 93 120 146 170 183 214 257 295 350 367 400 433 3.0
133 192 247 299 348 377 440 526 607 719 754 823 890 1.5
1.0 [ 152 219 283 342 399 432 506 604 696 826 866 946 1023 2.0
180 260 336 407 474 513 601 719 829 983 1032 1128 1219 3.0
97 140 181 219 255 276 323 387 446 528 554 606 654 1.5
1.6 111 161 207 251 293 317 371 444 512 607 637 696 752 2.0
132 191 246 298 348 377 441 528 609 723 758 829 896 3.0
94 135 173 209 243 262 306 364 419 495 519 565 610 1.5
25 22.20 2.0 108 155 199 240 279 301 351 419 481 569 597 651 702 2.0
128 184 236 285 332 358 418 499 574 678 711 776 838 3.0
74 107 138 168 195 212 248 296 341 405 425 464 502 1.5
24 85 123 158 192 224 243 284 340 392 465 488 534 577 2.0
101 146 188 228 266 288 338 405 467 554 582 635 687 3.0
55 79 102 124 144 156 183 219 253 299 314 344 371 1.5
3.8 63 91 117 142 166 179 210 251 290 344 362 395 427 2.0
74 108 139 169 197 213 250 299 345 410 430 471 509 3.0
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PC AS ND duragrey

Drip line with
no-drain dripper

PC AS ND

irrigation Se I'IeS

3616
high frequency 3620

Product suitable
forimpulse
irrigation and
greenhouse
applications.
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PC AS ND duragrey

Drip line with
no-drain dripper

100% virgin

made in italy

Series:

3616-3620 PC AS ND Drip line specification

i o/ virai ] ) Inside Outside . Max
® Made with 100% virgin raw materials Nominal | gameter diameter Wall thickness pressure
@ Suitable for greenhouse application mm mm ML mm Bar

15.60 36 0.90 3.50

1 6 13.80 15.80 40 1.00 3.50

@ Resistant to UV, acid and common 12-23 :'; 1-;8 2-88
agricultural chemicals 19.40 36 050 300
19.60 40 1.00 3.50

® no-drain 20 17.60 19.80 44 1.10 4.00
The emitter closes at 0.25 (bar) to avoid water 20.00 48 1.20 4.00

emission at the end of the irrigation cycle and to
reduce the dripline filling time to the next irrigation
cycle. Suitable for looping irrigation.

o self-cleaning
The anti-deposit silicone membrane and the
large maze one guarantee the continuous
cleaning of the dripper

el &
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PC AS ND

duragrey

Dripper specifications

Dripper flow rate : (I/h) 1.0-1.6-2.0-2.4-3.8

Standard spacing : (cm) 10 -15-20 -25 - 30 - 33 - 40 - 50

Special spacing : groups by request

Dripper data

Nominal flow rate IIh 1,00 | 1,60 | 2,00 | 2,40 | 3,80
Coefficient of variation CV % 3,90 3,60 3,80 3,80 3,90
Costante K bar 1,00 | 1,60 | 1,90 | 2,30 | 3,60
Exponent X 0,0 0,0 0,0 0,0 0,0
Maximum working pressure bar 4,0 4,0 4,0 4,0 4,0
Minimum working pressure bar 0,5 0,5 0,5 0,5 0,5
Closing pressure® bar 0,25 0,25 0,25 0,25 0,25
Depth mm 0,76 | 0,85 | 0,88 | 0,90 | 090
D”"F‘)’:t’hﬂw Widht mm | 082 | 1,06 | 108 | 119 | 1,30
Length mm 139 | 132 | 935 | 89,6 | 787
Filtration area mm2 | 37,37 | 37,37 | 37,37 | 37,37 | 37,37
mesh 150 | 150 | 120 | 120 | 120
Filtration degree
micron | 100 | 100 | 130 | 130 | 130
*only PC AS ND
Packaging and shipping
Inside
diameter 1 6 20
reel (m)
== 500 300
pallet (reeh) small 10 small 10
80x160xh170 | 80x160xh170
cm cm
ﬁ:;__;:\;r‘-'_'_q.
| i standard 12 | standard 12
L= 80x160xh200 | 80x160xh200
{ 'E 3 cm cm
| A . .
=) *maxi 14 *maxi 14
i 80x160xh230 | 80x160xh230
cm cm
truck
—
container 20’
m 160 160
container 40’ HC

Flow rate (I/h)

05

Wide labyrinth

Silicone membrane
with high ] undeformable @
and antisediment

turbulence
Flow rate e@1.0m@i6ih = 20ih @24 1h @381h

[ -
I — T ——
////// P
0.0 05 1.0 15 20 25 3.0 35
Pressure (bar)
Fittings
PE starter 5563 16
* 5565 | 20
hole 8 mm
Coupling 5083 16 x 16
GBEEN | s 2052

For other fittings see durafitting

The information contained in this catalog is purely indicative, Aster reserves the right to modify it at any time and in no case can it be

held responsible for errors in the data contained in this document.
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PC AS ND

duragrey

Maximum recommended length on flat terrain (m)

inside

spacing (cm)

nominal : flow rate pressure
diameter d'?n’:‘:f)er (/) 10 15 20 25 30 33 40 50 60 75 80 90 100  (bar)
67 95 120 144 167 180 208 246 281 332 347 377 406 1.5
1.0 76 108 138 166 191 206 239 283 324 381 399 434 468 2.0
91 129 164 197 228 246 285 338 386 455 476 518 558 3.0
49 69 88 106 122 132 153 181 207 244 255 277 299 1.5
1.6 56 80 101 122 141 151 176 208 238 281 204 319 344 2.0
67 95 121 145 167 181 210 249 284 335 350 382 411 3.0
46 65 82 98 112 121 140 165 188 221 231 251 271 1.5
16 13.80 2.0 53 74 94 112 129 139 161 190 217 254 266 290 311 2.0
63 88 112 134 154 166 192 227 259 304 318 346 372 3.0
37 53 67 81 94 101 117 139 158 187 195 212 229 1.5
2.4 43 61 77 93 108 116 135 160 182 215 225 245 264 2.0
51 72 92 111 128 138 160 190 218 257 269 293 315 3.0
28 39 50 60 70 75 87 103 118 139 146 158 171 1.5
3.8 32 45 57 69 80 86 100 119 136 160 167 182 196 2.0
38 54 68 82 95 103 119 141 162 191 199 217 234 3.0
97 139 178 214 248 268 313 372 427 504 529 576 621 1.5
1.0 111 159 204 246 295 308 359 427 490 579 607 661 714 2.0
131 189 242 292 339 366 427 508 584 690 724 788 851 3.0
69 99 127 154 179 193 224 267 307 362 380 414 446 1.5
1.6 80 114 146 177 205 221 258 307 353 416 437 476 514 2.0
94 136 174 210 244 264 307 366 421 497 521 568 613 3.0
66 93 119 143 165 178 206 245 280 330 346 376 405 1.5
20 17.60 2.0 75 107 136 164 190 204 237 281 322 380 398 432 466 2.0
89 127 162 195 226 243 283 335 384 452 474 516 556 3.0
53 76 97 118 136 148 172 205 235 278 201 317 342 1.5
2.4 61 87 112 135 157 169 198 235 270 320 334 364 394 2.0
72104 133 161 187 202 235 280 322 381 399 436 470 3.0
39 56 72 87 101 110 128 152 175 206 216 236 255 1.5
3.8 45 65 83 100 116 126 146 175 200 237 249 271 293 2.0
53 77 98 119 138 149 174 208 239 283 297 323 349 3.0
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PC AS duraring

Pressure compensating
anti-siphon rings multi-outlet

Series: 3700

Specification for the irrigation of
crops in pot
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PC AS

duraring

Pressure compensating
anti-siphon rings multi-outlet

Series: 3700

Specification for the irrigation
of crops in pot

® The high thickness of this new dripline enables
the creation of the ring specific for pot irrigation.

® Made with 100% virgin raw material.

® Resistant to UV, acid and common agricultural
chemicals.

e Excellent uniformity of emission (CV).

@ Uniform distribution of water and nutrients
thanks to the 15 cm distance between dripper,
allowing homogeneus development
of the root system throughout the substrate.

@ Anti-siphon dripper avoids the suction of
debris during the dripline discharge.

® Simple and flexible use thanks to the various
possibilities of connection and diameter.

® The ring can be opened and closed easily
by a removabile fitting.

® Possibility to choose the flow rate and the ring
diameter to customize the irrigation system
to the specific crops.

® Microtube 4x6 mm standard length 100 cm,
other length on request.

www.aster.cc
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Technical specifications

Inside diameter: 13,8 mm

Colors: black - grey - brown

Drippers spacing: 15 cm

Drippers flow rate: 1,2 -1,6 I/h

Minimal working pressure: 0,5 bar

Maximum working pressure: 4,0 bar

Line connection: microtube 4x6 mm

Diameter and flow rate

Ring Number of Dripper Ring flow
diameter drippers flow rate rate

cm nr I/h I/h
30 6 1,20 7,20
30 6 1,60 9,60
35 7 1,20 8,40
35 7 1,60 11,20
40 8 1,20 9,60
40 8 1,60 12,80
45 9 1,20 10,80
45 9 1,60 14,40
50 10 1,20 12,00
50 10 1,60 16,00
60 12 1,20 14,40
60 12 1,60 19,20
70 14 1,20 16,80
70 14 1,60 22,40
80 16 1,20 19,20
80 16 1,60 25,60
90 18 1,20 21,60
90 18 1,60 28,80
100 20 1,20 24,00
100 20 1,60 32,00
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duragarden

Drip line for landscape
with labyrinth dripper

series:
4016 black
4020 color

4016 brown
4020 color

with flat pressure
compensating dripper

PC AS ND

series:
4516 black
4520 color

4516 brown
4520 color

4516 violet
4520 color

www.aster.cc
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duragarden

Drip line with
labyrinth dripper

100% virgin

made in italy

Series : Drip line specification

4016 - 4020 ) Inside Outside Wall thick Max
:i(;rr"::t::r diameter diameter afl thickness pressure

Made with 100% virgin raw material o e L e Bar
] . . ] 15.80 40 1.00 3.50
Suitable for residential and gardening 1 6 13.80 16.00 44 110 4.00
applications 16.20 48 1.20 4.00
Resistant to UV and acid 20 17.60 12'38 :2 1'?8 2'88
20.00 48 1.20 4.00

Compact dripper welded to the inner wall
of the dripline during the process of extrusion

Large turbulent flow path prevents
clogging
Excellent uniformity of emission (CV)

Maximum recommended length on flat terrain (m) - E.U. 85%

. Inside
Nominal . Flow rate Pressure
di ¢ diameter /h b

lameter | “omy | M) 145 20 25 30 33 40 s0 (P2
80 99 116 132 141 161 188 1.0

1.6
92 113 133 151 161 184 215 2.0
61 76 89 101 108 124 144 1.0

16 13.80 2.4
69 85 100 113 121 138 161 2.0
45 56 66 75 80 92 107 1.0

3.8
51 63 74 84 90 102 120 2.0
119 147 173 197 211 241 282 1.0

1.6
135 168 198 225 241 276 323 2.0
91 113 133 151 162 185 216 1.0

20 17.60 | 24
101 126 148 169 181 207 242 2.0
67 83 98 112 120 137 160 1.0

3.8
75 93 110 125 134 153 179 2.0
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duragarden

Dripper specifications Flow rate
Nominal flow rate: (I/h) 1.6 - 2.4 - 3.8 6
Standard spacing : (cm) 10 -15-20-25-30-33 -40 - 50 5
Special spacing : groups by request <
© 4
o
23
ke}
» B o e
&\ ; 2 ./,./f
% %) 1 1
= -
1.6 /h 241h 3.8 0
0.50 1.00 1.25 1.50 1.75 2.00
Pressure Bar
Dripper data Fittings
Nominal flow rate lh | 1,60 | 2,40 | 3,80 PE starter
4384 17
Coefficient of variation CV % 1,80 2,10 2,20
Exponent x 0,49 0,48 0,49 drill hgle 10 mm
Coupling
Maximum working pressure bar 2,0 2,0 2,0 _ 4381 17
Minimum working pressure bar 0,5 0,5 0,5
Depth mm 0,70 0,75 0,97 Elbow
i . 4 17
Dripper flow [ \yiqth mm | 067 | 085 | 085 380
path
Length mm 106 104 64,4
Tee
mesh 120 120 120
Filtration degree 439 17
micron | 130 130 130
End line
m 4378 17
For other fittings see durafitting
Packaging and shipping
:::::ter 1 6 20
reel (m) = [
] 25 50 100 500 100 300 - = =
- el
pallet (reel) small 84 small 64 small 48 small 10 small 24 small 10 L
100x120xh200 cm | 100x120xh200 cm | 114x114xh200 cm | 80x160xh170 cm | 80x160xh220 cm | 80x160xh170 cm o — Ll
maxi 105 maxi 80 maxi 60 maxi 14 maxi 28 maxi 14 — - =]
100x120xh250 cm | 100x120xh250 cm | 114x114xh260 cm | 80x160xh240 cm | 80x160xh250 cm | 80x160xh240 cm =
truck 24 24 22 bulk 25 DUk - —
(pallets maxi) (pallets maxi) (pallets maxi) u (pallets maxi) o W — L
I.T.-Eh 2.520 (reel) 1.920 (reel) 1.320 (reel) 384 (reel) 700 (reel) 384 (reel) s = =
container 20' 1 11 10 bulk 10 bulk - —— =
(pallets small) (pallets small) (pallets small) (pallets small) = [
“ 840 (reel) 500 (reel) 440 (reel) 160 (reel) 240 (reel) 160 (reel) - . B
Ll
container 40' HC = s 1
“ (pal\e(zszmaxi) (pallelzszmaxi) (pallelzsomax\) bulk (pa\letzszmaxi) L y : ’
2.310 (reel) 1.760 (reel) 1.200 (reel) 330 (reel) 616 (reel) 330 (reel)

The information contained in this catalog is purely indicative, Aster reserves the right to modify it at any time and in no case can it be

held responsible for errors in the data contained in this document.
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PC AS ND

duragarden

Drip line with pressure
compensating dripper

Series :
4516 - 4520

® Made with 100% virgin raw materials

@ Suitable for residential,
gardening applications
and vertical garden

® Resistant to UV and acid

@ no-drain ND
The emitter closes at 0.15 (bar) to avoid water
emission at the end of the irrigation cycle and to
reduce the dripline filling time to the next irrigation
cycle. Suitable for looping irrigation.

@ self-cleaning
The anti-deposit silicone membrane and the large
maze one guarantee the continuous cleaning of the
dripper

www.aster.cc

100% virgin

made in italy

Drip line specifications

Nominal d:;rsr::.teer dci)aur:fgtj:r Wall thickness pr’;/lsasxure

mm mm MIL mm Bar

15.80 40 1.00 | 3.50

1 6 13.80 16.00 44 110 | 4.00
16.20 48 120 | 4.00

19.60 40 1.00 | 350

20 17.60 19.80 44 110 | 4.00
20.00 48 120 | 4.00

Maximum recommended length on flat terrain (mt) E.U 90%

Npminal d:gfr:(::er Flow rate Pressure
diameter (mm) (I/n) 15 20 25 30 33 40 50 (bar)
69 88 106 122 132 153 181 1.5
1.6 80 101 122 141 151 176 208 | 2.0
95 121 145 167 181 210 249 | 3.0
53 67 81 94 101 117 139| 1.5
16 13.80 2.4 61 77 93 108 116 135 160 | 2.0
7292 111 128 138 160 190 | 3.0
39 5 60 70 75 87 103| 1.5
3.8 45 57 69 80 86 100 119 | 2.0
54 68 82 95 103 119 141 | 3.0
99 127 154 179 193 224 267 | 1.5
1.6 | 114 146 177 205 221 258 307 | 2.0
136 174 210 244 264 307 366 | 3.0
76 97 118 136 148 172 205| 1.5
20 17.60 24 87 112 135 157 169 198 235| 2.0
104 133 161 187 202 235 280 | 3.0
56 72 87 101 110 128 152| 1.5
3.8 65 83 100 116 126 146 175| 2.0
77 98 119 138 149 174 208 | 3.0
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PC AS ND

duragarden

Dripper specifications Flow rate @ sin @ 2im @®asm
Nominal flow rate: (I/h) 1.6 - 2.4 - 3.8 Y
4,0
Standard spacing : (cm) 10 - 15 - 20 - 25 - 30 - 33 - 40 - 50 ’\.’_—.—/*’__r
35
Special spacing : groups by request - /
= 3,0
: /
£25 ——
: /
T 20
15 / b d —e *—e
Wide labyrinth Silicone membrane 10 / /
with high undeformable @ ’ //
turbulence and antisediment 05
N4
055 1.00 1.50 2.00 2.50 3.00 3.50
Pressure Bar
Dripper data Fittings
Nominal flow rate I/h 1,60 | 2,40 | 3,80 PE starter
. . 4384 17
Coefficient of variation CV % 3,60 3,80 3,90
Costant K bar 1,60 2,30 3,60 drill hole 10 mm
Coupling
Exponent X 0,0 0,0 0,0
4381 17
Maximum working pressure bar 4.0 4,0 4,0
Minimum working pressure bar 0,5 0,5 0,5
- Elbow
Closing pressure bar 0,25 0,25 0,25 4380 17
Depth mm 0,85 0,90 0,90
Dripper flow Width mm | 1,06 | 1,19 | 1,30
path Tee
Length mm 132 89,6 78,7 4379 17
Filtration area mm? 37,37 | 37,37 | 37,37
mesh 150 120 120 ;
Filtration degree End line
micron 100 130 130 m 4378 17
*only PC AS ND
For other fittings see durafitting
Packaging and shipping
Inside 1 6 20
diameter
reelll(‘r:i = -
r{.___ 25 50 100 500 100 300 = == -
[T [
pallet (reel) small 84 small 64 small 48 small 10 small 24 small 10 Lad
100x120xh200 cm | 100x120xh200 cm | 114x114xh200 cm | 80x160xh170 cm | 80x160xh220 cm | 80x160xh170 cm S - -
maxi 105 maxi 80 maxi 60 maxi 14 maxi 28 maxi 14 [ - P
100x120xh250 cm | 100x120xh250 cm | 114x114xh260 cm | 80x160xh240 cm | 80x160xh250 cm | 80x160xh240 cm e e
truck 24 24 22 bulk 25 bulk -
(pallets maxi) (pallets maxi) (pallets maxi) (pallets maxi) [ = B
m 2.520 (reel) 1.920 (reel) 1.320 (reel) 384 (reel) 700 (reel) 384 (reel) - o _—
container 20’ 11 1 10 bulk 10 bulk = - el
(pallets small) (pallets small) (pallets small) (pallets small) —
UL S = o
840 (reel) 500 (reel) 440 (reel) 160 (reel) 240 (reel) 160 (reel) — -
Lol 1
container 40' HC 2 2 20 2 L el
m (pallets maxi) (pallets maxi) (pallets maxi) bulk (pallets maxi) bulk 2 : " ’
2.310 (reel) 1.760 (reel) 1.200 (reel) 330 (reel) 616 (reel) 330 (reel) #

The information contained in this catalog is purely indicative, Aster reserves the right to modify it at any time and in no case can it be
held responsible for errors in the data contained in this document.
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PC AS ND

duragarden

Extra flexible drip line with

pressure compensating dripper

Series :
4616

® Made with 100% virgin raw materials

@ Suitable for residential and
gardening applications

@ Resistant to UV, acid and common
agricultural chemicals

@ The high thickness makes it suitable for use even
on stony soils, while its great flexibility allows very
tight bend withut use of fittings.

@ no-drain ND
The emitter closes at 0.15 (bar) to avoid water
emission at the end of the irrigation cycle and to
reduce the dripline filling time to the next irrigation
cycle. Suitable for looping irrigation.

@ self-cleaning
The anti-deposit silicone membrane and the large
maze one guarantee the continuous cleaning of the
dripper

100% virgin

made in italy

Drip line specifications

www.aster.cc
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Nominal Inside Wall MIL Flow spacing | max lenght | pressure
diameter (diameter (mm) |thickness rate (cm) mt. (bar)
(mm) (I/h)
76 1.5
16 12.00 2.00 79 2.4 30 87 2.0
103 3.0
Fittings
PE starter
_ 4095 12
drill hole 10 mm
Coupling
| 4094 12
Elbow
* 4093 12
Tee
T 4092 12
End line
4091 12
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Pipes & fittings

Duraflex

Series
1115
1118

Color : blue, black

Duratube

Series

1012

1014

1016

1020

1025

Color: black, brown, violet, grey

Duraflat

Series : 0250

Durafittings

Fittings for drip tape
Fittings for drip line
Fittings for pipes
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duraflex

duraflex blue

100% virgin

made in italy

Series : 1115

Pipe specification

e Made with 100% virgin raw material Nominal | Outside [ Inside [l e | Working | Pressure
T . diameter | diameter pressure max
¢ mm mm MIL mm Bar Bar
o 1he excellent flexibility makes it suitable 15 | 1500 | 1100 | 79 | 200 8 16
for installation in small spaces

e Quick installation with special fittings L
dedicated Fittings

Male interlocking elbow

7635 | 15 x 1/2"
7636 | 15 x 3/4"

Q 7637 | 15 x 1/2"
7638 | 15x 3/4"
B

Female interlocking elbow

Packaging and shipping

reel (mt)

g

Straight interlocking male

7639 | 15x1/2"

| 80x120x200 cm

= 1 30,5

: 7640 | 15x 3/4"
pallet (reel) small 36

el SOx120:10 em

| = ] standard 72

=1

=1

! i

! _i. maxi 90*
E 80x120x245 cm

truck 34
(pallet maxi)

m 3.060 (reel)

container 20’ 10

(pallet standard)

% 1008 (reel)

container 40’ HC 30
(pallet maxi)
m 2.700 (reel)
* Only full load

Indicative data
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duraflex

duraflex black - orange

100% virgin

made in italy

Pipe specifications

Series : 1118 - 1119 Nominal | gameter | ciamerer | Wallthickness | TS | PrEoSre
) mm mm MIL mm Bar Bar
. : o) i ,
Made with 100% virgin raw material 18 | 1750 | 1250 | s | 250 | 8 16
e Kink-resistant o
Fittings
® Flexible enough to bend in tight spaces Elbow male thread 4224 |18 X 1/2"

4223 | 18 X 3/4"

e Safe installation using fittings

. . Male thread
in acetal-resin

4222 |18 X 1/2"
4221 |18 X 3/4"

Packaging and shipping

reel (mt)

4227 | 18 X 3/4"
pallet (reel) small 36
. 80x120x110 cm

Tjr'-:-u
|
|
i |

Male thread 4230 | 18 X 1/2"

r“liil*fj 30,5 Elbow male thread 1 4228 | 18 X 1/2"

standard 72 4229 | 18 X 3/4"
80x120x200 cm

=
|
|
|
!

maxi 90*
80x120x245 cm

truck 34
(pallet maxi) Ll
- "y e
3.060 (reel = -
(reel) =k
container 20’ 10 : : : -
(pallet standard) =4 i :
(I = T ==
1008 (reel) -, = =
== — == =
= =
container 40’ HC 30 - o
(pallet maxi) = = =
2.700 (reel) =
* Only full load
Indicative data
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duratube

Polyethylene pipe

100% virgin

Series :
1012 -1014 - 1016 - 1020 - 1025

made in italy

Pipe specifications

. Outside Insdide Wall thickness Pressure
Npmmal diameter | diameter max
diameter mm mm MIL mm Bar

10.00 40 1.00 4.00
12 12.00

9.00 60 1.50 6.00

13.80 44 1.10 4.00
14 14.00

11.00 60 1.50 6.00
14.00 40 1.00 3.00
13.80 44 1.10 3.20

13.60 48 1.20 3.50
16 16.00 13.40 52 1.30 3.80
13.20 56 1.40 4.00
12.80 64 1.60 6.00
18.00 40 1.00 2.80
17.80 44 1.10 3.00
17.60 48 1.20 3.20

17.40 52 1.30 3.60
20 20.00 17.20 56 1.40 3.70
17.00 60 1.50 3.80
16.80 64 1.60 4.00
16.60 68 1.70 6.00

21.60 68 1.70 4.00
25 25.00 20.60 88 2.20 6.00

(Lt
Mo etnnnnnnnne

B SRR
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duraflat

Layflat blu

Series: 0250

For low pressure applications

® PVC hose
® Kink resistance

® Abrasion resistance

Pipe specifications

Nominal Inside Wall
diameter |diameter |thickness Lenght Pressure
53 mm 2" |52.0. mm (1,40 mm |100 m 4.5 bar
65 mm 2%" |65.0 mm 1,50 mm [100 m 4.0 bar
75. mm 3" |77.6 mm 1,50 mm [100 m 4.0 bar
100 mm 4" [103.0 mm |1,50 mm 100 m 4.0 bar
125 mm 5" [127.0 mm |(1,80 mm |100 m 3.0 bar
150 mm 6" |153.0mm (1,80 mm 100 m 3.0 bar
200 mm 8" [207.0 mm (2,30 mm |[100 m 3.0 bar
250 mm 10" |259.0 mm (2,50 mm |50 m 2.0 bar
300 mm 12" |300.0mm (2,50 mm |50 m 2.0 bar
Fittings Tools
LAY FLAT starter 3973 19 mm LAY FLAT puncher 4766 14 mm
K 4765 19 mm
female conical connection LAY FLAT driver 4764 7 mm
LAY FLAT starter 3972 16 mm —§ 4763 10 mm
12 mm
male conical connection Drill 4904 15.5 mm
Elbow LAY FLAT starter 3971 16 mm "_E 4905 16.0 mm
4762 16.5 mm

male conical connection

TEE LAY FLAT starter

3970 16 x 16 mm

male conical connection

LAY FLAT starter with valve

3969 16 mm

male conical connection

Fpi2i4
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duraflat

Layflat brown

Serie: 0251

For application at high pressure

® Polyester hose
® High pressure
® Abrasion resistance

Specifiche tubo
Nominal Inside Wall Lenaht Pressure
diameter |diameter |thickness 9
50 mm 2" [53.1mm 2.0 mm 100 m 10.5 bar
75 mm 3" |[785mm (2.3 mm 100 m 10.5 bar
100 mm 4" |105 mm [2.5mm 100 m 10.0 bar
150 mm 6" {157 mm [2.7 mm 100 m 7.0 bar
200 mm 8" |207 mm |3.0 mm 100 m 6.0 bar
Fittings Tools
LAY FLAT starter 3973 19 mm LAY FLAT puncher 4766 14 mm
K 4765 19 mm
female conical connection LAY FLAT driver 4764 7 mm
LAY FLAT starter 3972 16 mm _§ 4763 10 mm
12 mm
male conical connection Drill 4904 15.5 mm
Elbow LAY FLAT starter 3971 16 mm "_E 4905 16.0 mm
4762 16.5 mm

male conical connection

TEE LAY FLAT starter

3970 16 x 16 mm

male conical connection

LAY FLAT starter with valve

3969 16 mm

male conical connection

Fpi2ia
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duratape - duraslim durafitting

Fittings for drip tape with pull ring

description code diameter
Stick starter with rubber 4657 17
hole : 10 mm
Stick starter with rubber 4659 22
hole : 15mm 4660 29
Stick starter from PVC 4667 17

Male starter threaded 4670 3/4" x 17
4672 3/4" x 22

4673 3/4" x 29

Coupling 4661 17 x 17
4662 22 x 22
4663 29 x 29

Plug 4664 17
4665 22
4666 29

Valve with rubber from PE 4619 17
4618 22

Valve with rubber from PVC 4617 Dx17

4616 D x 22

4608 | 3/4" X 17
4607 | 3/4" X 22

Male threaded valve

4604 3/4" X 17
4603 3/4" X 22

Female threaded valve

Starter valve from LAY FLAT 4613 17

4612 22

Valve tape - tape 4606 17 X 17

Valve PE - tape 4605 16 X 17

FEFERMN S | thet

from 4 to 15 MIL
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duratape - duraslim durafitting

Fittings for drip tape with locking ring

description code  diameter
Starter from PE 4410 17
hole 10 mm 4409 2z
PVC starter 4408 17
hole 14 mm .

4407 | 3/4" X 17
4406 | 3/4" X 22

Male threaded starter

LAY FLAT starter 4405 17
hole 14 mm
Coupling 4404 17 X 17

4403 22X 22
4402 16 X 17
4401 20 X 22

Coupling PE-TAPE

Plug 4400 17
4399 22

Starter valve from PE 4398 17
hole : 10 mm 4397 22
Starter valve from PVC 4396 17
i 4395 22

hole : 14 mm

4394 3/4" X 17
4393 3/4" X 22
4392 3/4" X 17
4391 3/4" X 22

Threaded male valve

Threaded female valve

Starter valve from LAYFLAT 4390 17
hole 14 mm 4389 22 ; ;
Valve PE-TAPE 4388 16 x 17 ( ; |

Frbbhbhbgteddtd

4387 20 x 22

from 4 to 18 MIL

aslim B B
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duradrip - duragrey - duragarden - duratube durafitting

description code diameter description code  diameter
Adaptor f |
Stick start from PE " 4418 17 aploriemae
hole=10 mm , 3952 16 x 3/4
PVC starter with grommet . “ 4417 17 Connecior
hole:14 mm ' 3951 16 x 16
Male adaptor *- 4415 | 17 x 3/4"
Adaptor male
Coupling “ 4414 17 ’ 3950 16 x 3/4"
End cap
Elbow 4413 17
' 3949 16
Tee T 4412 17 TEE
3948 16 x 16 x 16
End line plug m 4411 17 ‘ ‘
TEE male
d 3947 16 x 3/4" x 16
Elbow
description code diameter n 3946 16x 16
Stick start from PE 4384 17
- Elbow male
hole: 10 mm
PVC starter with t 4383 17 9945 163"
starter with gromme E CEme h
hole: 14 mm Mini valve
Male adaptor * 4382 | 17 x 3/4" I 3044 16 x16
Coupling “ 4381 17 Mini valve male
3943 16 x 3/4"
Elbow ﬁ 4380 17
Yellow adaptor
i 3942 36-40 MIL
Tee T 4379 17 o=
Green adaptor
End line plug m 4378 17 ‘ 3941 44-48 MIL
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duradrip - duragrey - duragarden - duratube durafitting

description code  diameter

Stick starter 4602 17
4601 22

hole : 10 mm 4600 25

4599 16 x 16
4598 20x 20
4597 25x 25

Valve with hose connector

4588 3/4" x 16
4587 3/4" x 20
4586 3/4" x 25

Male threaded valve

with hose connector

4584 3/4" x 16
4582 3/4" x 20

Male threaded valve

with locking ring

SR O

Valve with locking ring 4581 16
4580 20
PE starter valve with 4386 16
locking ring 4385 20
PVC starter valve with 4579 Dx 16
locking ring [ 4578 D x 20
hole : 14 mm
Dripbreaker hook 6974 16
6973 20
6972 25
Hook for drip line 4574 16
length 17 cm : 4573 20
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duradrip - duragrey - duragarden - duratube

durafitting

description code diameter
Coupling “ 5083 16 x 16
5471 20 x 20
* 9252 25x 25
Coupling reduced 5473 20x 16
- * 9253 25x20
Elbow 5533 16
r 55635 20
%9108 25
Tee 8185 16
' 5517 20
% 9045 25
Y connector Y 5752 16
Cross connector + 0844 16
PE starter 5563 16
hole 8 mm “ 5565 20
End line plug . 5489 16
Cn 5491 20
PVC starter with grommet 4782 16
- . 4887 20
drill hole : 16 mm %4781 25
PVC starter with elbow 1 4780 16
a 4779 20
PVC TEE starter 4778 16
with grommet '-T 4777 20
* only for duratube
www.aster.cc 50
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duradrip - duragrey - duragarden - duratube

durafitting

description code  diameter
Male thread starter 5480 16 X 1/2"
* 5481 16 X 3/4"
5058 20 X 1/2"
5485 20 X 3/4"
* 9044 25X 1/2"
* 9043 25 X 3/4"
Male thread starter 6673 22 x 3/4"
“ % 9043 25 x 3/4"
Elbow male thread adaptor 5494 16 X 1/2"
r 5495 16 X 3/4"
5497 20 X 1/2"
5498 20 X 3/4"
* 9003 25X 1/2"
% 8593 25 X 3/4"
Female thread starter 4786 16 x 3/4"
b 4785 20 x 3/4"
Barb TEE male 5524 | 16x1/2"x16
thread T 5052 | 20x1/2"x20
8479 | 25x1/2"x25
5053 | 16x3/4"x16
5055 | 20x3/4"x20
* 4784 | 25x3/4"x25
Y connector 5507 16X3/4"
> 5509 20X3/4"
Fork connector 5503 16 X3
( 5505 20X 3
Female three connector 5550 16 X3
k 5553 20 X3
Female four connector 5538 16 X 4
x 5541 20X 4
Female six connector 5544 16 X6
* 5547 20X 6
*only for duratube
www.aster.cc 51
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DNV

CERTIFICATO DI SISTEMA DI
GESTIONE

Certificato n.: Data Prima Emissione: Validita:
207334-2016-AQ-ITA-ACCREDIA 06 dicembre 2016 08 dicembre 2025 — 07 dicembre 2028

Si certifica che il sistema di gestione di

ASTER S.r.l.

Contrada Dara, 625 D - 91025 Marsala (TP) - Italia

E conforme allo Standard:

I1ISO 9001:2015

Questa certificazione & valida per il seguente campo applicativo:

Produzione e commercializzazione di componenti per impianti d'irrigazione
(IAF: 14)

Luogo e Data: Per I'Organismo di Certificazione:

Vimercate (MB), 17 novembre 2025 o ) DNV - Business Assurance
-~ 'c'h-ﬁf;_“ et Via Energy Park, 14, - 20871 Vimercate (MB) -
Fy *& Cp. ™ Italy
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.?C‘C REﬂ\? Claudia Baroncini

Management Representative

0000

Il mancato rispetto delle condizioni stabilite nel regolamento di certificazione potrebbe invalidare il certificato.

UNITA ACCREDITATA: DNV Business Assurance Italy S.r.l., Via Energy Park, 14 - 20871 Vimercate (MB) - Italy - TEL: +39 039 68 99 905. www.dnv.it
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